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PRODUCT CATALOG 1050

www.bramec.com
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Oatey® Galvanized Base No-Calk® Flashings
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

11830 [11830] 1/2" - 3/4" - 1" Galvanized 12  EA
11840 [11840] 1-1/4" - 1-1/2" Galvanized 12  EA
11853 [11853] 2" Galvanized 12  EA
11866 [11866] 3" Galvanized 12  EA
11879 [11879] 4" Galvanized 12  EA

IPS® Galvanized Base Flashings
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

13114 1-1/2"  Flashing - 8-3/4" x 12-1/2" Base 20  EA
13115 2" Flashing - 8-3/4" x 12-1/2" Base 20  EA
13116 3" Flashing - 10-3/4" x 14-1/2" Base 20  EA
13117 4" Flashing - 12" x 16" Base 20  EA

IPS® Multi-Size Galvanized Base Flashings
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

13118 3in1: 1-1/4" - 3" w/ 10-3/4" x 14-1/2" Base 20  EA
13119 4in1: 1-1/4" - 4" w/ 12" x 16" Base 20  EA

Oatey® Thermoplastic Base No-Calk® Flashings
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

16087 [11909] 2" Flashing - 9.5" x 13" Base 12  EA
16088 [11910] 3" Flashing - 11" x 15" Base 12  EA

Oatey® All-Flash® No-Calk® High-Rise® Flashing
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

19159 [11930] 1-1/2" - 3" High-Rise Flashing 6  EA
19160 [11931] 3" - 4" High-Rise Flashing 6  EA

IPS® Plastic Base Roof Flashings
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

14100 1-1/4" Flashing - 9-1/4" x 13" Base 20  EA
14101 2" Flashing - 9-1/4" x 13" Base 20  EA
14102 3" Flashing - 11-1/8" x 15" Base 20  EA
14103 4" Flashing - 12" x 15-1/2" Base 20  EA

IPS® Multi-Size Plastic Base Flashings
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

14104 [81700] 1-1/4" - 3" / 11-1/8" x 15" Base 20  EA
14105 [81702] 3" - 4" / 12" x 15-1/2" Base 20  EA

Flashings

• UPS, SBCCI & BOCA listed
• 24 gauge galvanized base with elastomer collar
• Rated 180° F continuous heat

• UPS, SBCCI & BOCA listed
• 24 gauge galvanized base with elastomer collar
• Rated 180° F continuous heat

• Roof flashing slides over vent pipe for pitch to 45°
• Non-cracking rigid black thermoplastic base
• Non-fading
• Approved for Type B installations
• Not for hot-mopped or built-up roofs
• Do not use paint or petroleum based products 
 on plastic bases or rubber collars

• Roof Flashing slides over DWV pipe for pitch to 60°
• Collar has tear-away ring allowing various pipe sizes
• Non-cracking rigid black thermoplastic base.
• Approved for Type B installations
• Not for hot-mopped or built-up roofs
• Do not use paint or petroleum based products 
 on plastic bases or rubber collars

• UPS, SBCCI & BOCA listed
• Thermoplastic Hard Base With Elastomer Collar
• Fits Any Roof Pitch To 45°
• Tested For Ultraviolet, Ozone, And Weather Resistance
• Approved For Type ‘B’Installations
• Elastomer Collar Heat Tested To 180°F

• UPS, SBCCI & BOCA listed
• Thermoplastic Hard Base With Elastomer Collar
• Tested For Ultraviolet, Ozone, And Weather Resistance
• Approved For Type ‘B’Installations
• Elastomer Collar Heat Tested To 180°F

• Slides over pipe - for pitch up to 40°
• Rustproof, stamped galvanized, 24 gauge
• Non-fading sealing collar
• Rated for 180°F continuous heat
• Approved for Type B installations
• UPC, SBCCI & BOCA Listed
• Not for hot-mopped or built up roofs


