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PRODUCT CATALOG 1050

www.bramec.com
bramecsales@bramec.com
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Conduit Hangers
 ITEM  STD  U  
 NO. DESCRIPTION QTY  M

7478 Size 0,  Fits 3/8"- 1/2"  HW, 1/2" TW 100  EA
7479 Size 1,  Fits 3/4" HW, 3/4" TW 100  EA
7480 Size 2,  Fits 1" HW, 1" TW 100  EA
7481 Size 2-1/2, Fits 1-1/4" TW 100  EA
7482 Size 3,  Fits 1-1/4" HW, 1-1/2" TW 100  EA
7483 Size 4,  Fits 1-1/2" HW 100  EA
7484 Size 5,  Fits 2" HW, 2" TW 50  EA
7485 Size 6,  Fits 2-1/2" HW 50  EA

Cable Straps / Staples
 ITEM  STD  U  
 NO. DESCRIPTION QTY  M

7579 14 / 2, 12 / 2, RX or BX 1/2” Wire 250  EA
7580 14, 12, or 10 RX or UF 3/4” Flat 250  EA
16255 1/2" Romex Staples 100  EA

Vinyl Grommets
 ITEM  STD  U  
 NO. DESCRIPTION QTY  M

13693 1/4" Panel Hole Size (100/Pk) 1  PK
13695 5/16" Panel Hole Size (100/Pk) 1  PK
13697 3/8" Panel Hole Size (100/Pk) 1  PK
13699 7/16" Panel Hole Size (100/Pk) 1  PK
13701 1/2" Panel Hole Size (100/Pk) 1  PK
13703 5/8" Panel Hole Size (100/Pk) 1  PK
13705 21/32" Panel Hole Size (100/Pk) 1  PK
13707 7/8" Panel Hole Size (100/Pk) 1  PK
13709 1" Panel Hole Size (100/Pk) 1  PK

Plastic Cable Clamps
 ITEM  STD CTN U  
 NO. DESCRIPTION QTY QTY M

13764 1/8" Diameter (100/Pk) 1 300 PK
13766 3/16" Diameter (100/Pk) 1 300 PK
13768 1/4" Diameter (100/Pk) 1 300 PK
13772 3/8" Diameter (100/Pk) 1 200 PK
13776 1/2" Diameter (100/Pk) 1 200 PK
13778 9/16" Diameter (100/Pk) 1 120 PK
13780 5/8" Diameter (100/Pk) 1 80 PK
13782 3/4" Diameter (100/Pk) 1 60 PK
13784 7/8" Diameter (100/Pk) 1 50 PK
13786 1" Diameter (100/Pk) 1 45 PK

Conduit Hangers, Cable Straps & Staples, Vinyl Grommets, Cable Clamps

162557579 7580

• Point of purchase packaging

• Point of purchase packaging

• Non-toxic clear PVC
• Synthetic braid reinforcement
• 23°F (-5°C) to 140°F (60°C) 
 service temperature range
• 1/4" & 3/8" tubing has a 200 PSI 
 working & 600 PSI burst pressure
• 1/2", 5/8", & 3/4" tubing have a 150 
 PSI working & 450 PSI burst pressure

• A clear, tough, flexible tubing
• Excellent for condensate drainage 
• 23°F (-5°C) to 149°F (65°C) 
 service temperature range
• 1/4", 3/8", & 1/2” tubing have a 21 PSI 
 working & 58 PSI burst pressure
• 5/8", 3/4" & 7/8" tubing have a 14 PSI 
 working & 43 PSI burst pressure

Clear Vinyl TubingBRAIDED PVC Tubing

See sizes available on page 30


