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PRODUCT CATALOG 1050
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Safety Switches, Float Switches, Water Sensor Switches, Flashings

Beckett™ Float Safety Switch
 ITEM  STD CTN  U  
 NO. DESCRIPTION QTY QTY M

12551 [1502UR] Safety Switch 1 12 EA

Secondary Float Safety Switch
 ITEM  STD CTN  U  
 NO. DESCRIPTION QTY QTY M

18845 [ACS-2] Secondary Float Safety Switch 1 24 EA

Condensate Overflow Safety Switch
 ITEM  STD CTN  U  
 NO. DESCRIPTION QTY QTY M

17119 [ACS-4] Overflow Safety Switch 1 12 EA

Float Switch
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

19845 Float Switch With Alligator Clip 1  EA

Master Flash® Pipe Flashings
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

19110 No. 1 — 1/4" - 2-1/ 2" Pipe Flashing 15  EA
19111 No. 2 — 1-3/4" - 3" Pipe Flashing 15  EA
19112 No. 3 — 1/4" - 5" Pipe Flashing 15  EA
19113 No. 4 — 3" - 6-1/4" Pipe Flashing 10  EA
19114 No. 5 — 4-1/4" - 7-3/4" Pipe Flashing 10  EA
19115 No. 6 — 5" - 9" Pipe Flashing 10  EA
19116 No. 7 — 6" - 11" Pipe Flashing 10  EA
19117 No. 8 — 7" - 13" Pipe Flashing 1  EA
19118 No. 9 — 9" - 19" Pipe Flashing 1  EA

Round Pipe Flashings
 ITEM  STD   U  
 NO. DESCRIPTION QTY  M

20830 No. 1 — 1/4" - 2" Pipe Flashing 15  EA
20831 No. 2 — 1-3/4" - 3" Pipe Flashing 15  EA
20832 No. 3 — 1/4" - 5" Pipe Flashing 15  EA
20833 No. 4 — 3" - 6-1/4" Pipe Flashing 15  EA
20834 No. 5 — 4-1/4" - 7-3/4" Pipe Flashing 15  EA
20835 No. 6 — 5" - 9" Pipe Flashing 10  EA
20836 No. 7 — 6" - 11" Pipe Flashing 10  EA
20837 No. 8 — 7" - 13" Pipe Flashing 10  EA
20838 No. 9 — 10" - 19" Pipe Flashing 5  EA

• Shuts down device in the event of a high 
 water condition in a drain pan or reservoir
• Normally open or normally closed
• Switch is rated for up to 5 amp, 125 volt; 3 amp, 250 volt

• Can activate alarm or shut off the system
• Switch/cap is easily removed to clean clog from line
• 6 foot lead wires
• 1" x 1" x 3/4" tee with 3/4" plug & 1" x 3/4" bushing
• Suitable for 24V AC, 0.5 amp maximum operation

• Install to activate audible and/or visual alarm
• ABS housing & float
• Low voltage (48 VAC/DC Max / 5 Amp Max)
• 72" Lead wires
• UR / C-CSA listing

• May be wired directly or wired to sound an alarm
• AC or DC low voltage applications
• UR Rated
• 18" wire leads
• Single pole, double throw, single break 
 snap action switch

• Designed to seal on any panel configuration & roof pitch
• Made of EPDM with a flexible aluminum alloy base
• Covers all applications from -65°F to 275°F
• UPC listed
• Made in the U.S.A.

• Designed to seal on any panel configuration & roof pitch
• Made of EPDM with a flexible aluminum alloy base
• Covers all applications from -79°F to 239°F
• UPC listed


