
  
FURNACE GAS VALVES  HOT SURFACE / DIRECT SPARK / INTERMITTENT PILOT

NOTE: Not for Standing Pilot / Intermittent / Proven Pilot.
See White-Rodgers General Information for capacities of other gases.
To measure outlet pressure on valves, loosen outlet pressure tap screw one quarter turn and put manometer hose over the top of the outlet pressure tap.
Use F92-0659 to convert to regulated L.P. gas.
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MODEL 
NUMBER

ITEM 
NUMBER

24 VAC 
50/60Hz Modulating 1/2" X 1/2" 3.5" 0.4"-4.0" 1.3"-11.5" Yes Yes Str. Thru No Yes / Yes Yes No No 36J27-554 36J27-554

24 VAC 
50/60Hz

2 - Stage 
 Fast Open 1/2" X 1/2" 1.5" Low 

3.5" High
1.0"-4.0" Low 
2.0"-5.0" High

4.0"-10.0" Low 
6.0"-12.0" High Yes Yes Str. Thru No Yes / Yes* Yes No No 36J54-214 36J54-214

24 VAC 
50/60Hz

2 - Stage 
Slow Open 1/2" X 1/2" 1.5" Low 

3.5" High
1.0"-4.0" Low 
2.0"-5.0" High

4.0"-10.0" Low 
6.0"-12.0" High Yes Yes Str. Thru No Yes / Yes* Yes No No 36J55-214 36J55-214

24 VAC 
50/60Hz

1 - Stage 
Slow Open 1/2" X 1/2" 3.5" 2.5"-5.0" 7.0"-12.0" Yes No 90° Bottom 

Outlet No Yes / Yes* Yes No No 36J24-614 36J24-614

24 VAC 
50/60Hz

2 - Stage 
Slow Open 1/2" X 1/2" 1.5" Low 

3.5" High
1.0"-4.0" Low 
2.0"-5.0" High

4.0"-10.0" Low 
6.0"-12.0" High Yes No 90° Bottom 

Outlet No Yes / Yes* Yes No No 36J55-614 36J55-614

PARTS AND ACCESSORIES

IMAGE DESCRIPTION MODEL NUMBER ITEM NUMBER

LP to Natural Gas Conversion Kit for Use On Single Stage 36C, D, E, F, G, H, J Valves, Regulation Range 2.5" to 5.0"W.C. F92-0656 F0092 065600S1

Natural to Regulated LP Gas Conversion Kit for Use On Single Stage 36C, D, E, F, G, H, J Valves. Regulation Range 7.0 
" to 12.0"W.C. F92-0659 F0092 065900S1

Adapter Kit for The 36G Gas Valves. Kit Includes: Connector (5/16" to 1/4"Hose Barb), Tube (5/16" O.D.) and Hex Wrench 
(3/32") F92-1003 F0092 100300S1

Natural to Regulated LP Gas Conversion Kit for Use On Two Stage 36G, H, J, Valves, Regulation Range 4.0" to 10.0"W.C. 
Low Fire, 6.0" to 12.0"W.C. High Fire F92-1008 F0092 100800

Regulated LP to Natural Gas Conversion Kit for Use On Two Stage 36G, H, J, Valves, Regulation Range 1.0" to 4.0"W.C. 
Low Fire, 2.0" to 5.0 "W.C. High Fire F92-1011 F0092 101100

3/32"Hex Wrench

5/16" 
Hose Connector

36G / J SERIES HSI / DSI / INTERMITTENT / PROVEN PILOT <CONT’D>
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