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EATON ELECTRICAL DISCONNECTS

 DPB222R 60A molded case switch EA 1

This A/C Disconnect is 60 amps switch rated for 
10 HP motors at 240VAC. The switch is an on off 
circuit breaker with no pull out head that could 
be lost or stolen. It has easy-to-remove front 
cover with no screws or fasteners to remove.

Eaton Switch A/C Disconnect

 DG321NRB Fusible 30 Amp, 240VAC EA 1

 DG322NRB Fusible 60 Amp, 240VAC EA 1

 DG322URB Non-fusible 60 Amp, 240VAC EA 1

These disconnects are UL listed and meet 
UL 98 for enclosed switches and NEMA Std. 
KS-1. They are suitable as service entrance 
equipment when applied with neutral or 
ground lug kit. They come with rainproof NEMA 
3R enclosure. 

Eaton Three Phase 
Disconnects

CATALOG NO. DESCRIPTION UOM ORDER MULTIPLE
CATALOG NO. DESCRIPTION UOM ORDER MULTIPLE

DPB222R
DG322NRB

For use with metallic and non metallic liquid tite 
conduit, Type B. Provides smooth connection, no 
sharp edges to strip wire. Wiring easily pulled 
through. U. L. Listed. C.U.L. Listed.

 750-NMLT50 1/2” Non-Metallic Straight Connector EA 25

 750-NMLT4550 1/2” Non-Metallic 45 Degree Elbow Connector EA 10

 750-NMLT9050 1/2” Non-Metallic 90 Degree Elbow Connector EA 10

 750-NMLT75 3/4” Non-Metallic Straight Connector EA 10

 750-NMLT4575 3/4” Non-Metallic 45 Degree Elbow Connector EA 10

 750-NMLT9075 3/4” Non-Metallic 90 Degree Elbow Connector EA 10

 750-NMLT100 1” Non-Metallic Straight Connector EA 5

 750-NMLT90100 1” Non-Metallic 90 Degree Elbow Connector EA 5

 750-MLT50 1/2” Metallic Straight Connector EA 25

 750-MLT9050 1/2” Metallic 90 Degree Elbow Connector EA 10

 750-MLT75 3/4” Metallic Straight Connector EA 10

 750-MLT9075 3/4” Metallic 90 Degree Elbow Connector EA 10

 750-NMLT125 1-1/4” Non-Metallic Straight Connector EA 1

 750-NMLT90125 1-1/4” Non-Metallic 90 Degree Elbow Connector EA 1

 750-NMLT5090-F 1/2” Non-Metallic Adjustable Connector EA 10

 750-NMLT7590-F 3/4” Non-Metallic Adjustable Connector EA 10

 750-TZNMLT200 2” NM Topaz EA 2

 750-TZNMLT90200 2” NM Topaz 90 Degree EA 1

 750-TZNMLT150 1-1/2” NM Topaz EA 5

 750-TZNMLT90150 1-1/2” NM Topaz 90 Degree EA 2

 750-TZNMLT125 1-1/4” NM Topaz EA 5

 750-TZNMLT90125 1-1/4” NM Topaz 90 Degree EA 2

 750-TZNMLT100 1” NM Topaz EA 5

 750-TZNMLT90100 1” NM Topaz 90 Degree EA 5

 750-TZNMLT38 3/8” NM Topaz EA 10

 750-TZNMLT9038 3/8” NM Topaz 90 Degree EA 25

 750-TZNMLT50 1/2” NM Topaz EA 25

 750-TZNMLT9050 1/2” NM Topaz 90 Degree EA 10

 750-TZNMLT75 3/4” NM Topaz EA 10

 750-TZNMLT9075 3/4” NM Topaz 90 Degree EA 10

Liquid Tite Connectors

CATALOG NO. DESCRIPTION UOM ORDER MULTIPLE 

750-MLT50 750-NMLT50

750-NMLT9050

750-12100

DiversiTiteTM Flexible Conduit

 750-38100 3/8” x 100’ Liquid Tite Conduit – Non-Metallic, 100’ per roll EA  1

 750-12100 1/2” x 100’ Liquid Tite Conduit – Non-Metallic, 100’ per roll EA  1

 750-500  1/2” x 100’ Liquid Tite Conduit – Metallic, 100’ per roll EA  1

 750-34100 3/4” x 100’ Liquid Tite Conduit – Non-Metallic, 100’ per roll EA  1

 750-600  3/4” x 100’ Liquid Tite Conduit – Metallic, 100’ per roll EA  1

 750-10100 1” x 100’ Liquid Tite Conduit – Non-Metallic, 100’ per roll EA  1

 750-125100  1-1/4” x 100’ Liquid Tite Conduit – Non-Metallic, 100’ per roll EA  1

 750-1550 1-1/2” x 50’ Liquid Tite Conduit – Non-Metallic, 50’ per roll EA  1

 750-2050 2” x 50’ Liquid Tite Conduit – Non-Metallic, 50’ per roll EA  1

 750-10500  1” x 500’ Liquid Tite Conduit – Non-Metallic, 500’ per roll EA  1

 750-121000 1/2” x 1000’ Liquid Tite Conduit – Non-Metallic, 1000’ per roll EA  1

 750-34800 3/4” x 800’ Liquid Tite Conduit – Non-Metallic, 800’ per roll EA  1

CATALOG NO.  DESCRIPTION UOM ORDER MULTIPLE 

For electrical applications: outside, inside and 
industrial uses including transformer connections, 
air conditioning and heating. Joins with metallic 
or non-metallic connectors, easy to cut. Impact 
resistant, chemical resistant, and will not kink. U.L. 
and C.U.L. Listed. For use as indicated in Article 
351 of the 1987 NEC.

CONDUIT, FITTINGS, CABLE

 750-SLTC50 1/2” Straight Screw-On Fitting EA 25

 750-SLTC9050 1/2” 90° Screw-On Fitting EA 25

 750-SLTC75 3/4” Straight Screw-On Fitting EA 25

 750-SLTC9075 3/4” 90° Screw-On Fitting EA 25

Single Piece Liquid Tite Fittings

CATALOG NO. DESCRIPTION UOM ORDER MULTIPLE 

Conduit threads onto ferrule and up inside the 
outer body. An inside taper squeezes down 
on the outside of conduit for a superior liquid 
tight seal. The cut portion of the conduit does 
not show, giving a more finished appearance. 
Easy to use at a lower cost than regular liquid 
tite fittings.
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NOTE: Item numbers in RED indicate Made in the U.S.A.




