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CLAMP METERS

 CL900 CL800 CL700 CL600 CL445 CL390 CL320 CL220 CL120
• Auto-ranging

• True root mean 
square (TRMS)

• 2000A AC/DC 
current 

• AC/DC voltage

• Resistance

• Continuity

• Frequency

• Duty cycle

• Capacitance

• Tests diodes

• Low Impedance 
(LoZ) mode

• Inrush Current

• Non-Contact 
Voltage Testing

• Auto-ranging

• True root mean 
square (TRMS)

• 600A AC/DC 
current 

• AC/DC voltage

• Resistance

• Continuity

• Frequency

• Duty cycle

• Capacitance

• Tests diodes 

• Temperature

• Low Impedance 
(LoZ) mode

• Non-Contact 
Voltage Testing

• Auto-ranging

• True root mean 
square (TRMS)

• 600A AC current 

• AC/DC voltage

• Resistance

• Continuity

• Frequency

• Duty cycle

• Capacitance

• Tests diodes

• Temperature

• Low Impedance 
(LoZ) mode

• Non-Contact 
Voltage Testing

• Auto-ranging

• True root mean 
square (TRMS)

• 600A AC current 

• AC/DC voltage

• Resistance

• Continuity

• Tests diodes

• Non-Contact 
Voltage Testing

• Auto-ranging

• True root mean 
square (TRMS)

• 600A AC current 

• AC/DC voltage

• DC Microamps

• DC Millivolts

• Resistance

• Continuity

• Frequency

• Duty cycle

• Capacitance

• Tests diodes 

• Inrush current

• Temperature

• Non-Contact 
Voltage Testing

• Auto-ranging

• True root mean 
square (TRMS)

• 400A AC/DC 
current 

• AC/DC voltage

• AC/DC Millivolts

• DC Microamps

• Resistance

• Continuity

• Frequency

• Duty cycle

• Capacitance

• Tests diodes

• Temperature

• Non-Contact 
Voltage Testing

• Auto-ranging

• True root mean 
square (TRMS)

• 400A AC current 

• AC/DC voltage

• DC Microamps

• Resistance

• Continuity

• Frequency

• Duty cycle

• Capacitance

• Tests diodes

• Temperature 

• Non-Contact 
Voltage Testing

• Auto-ranging

• True root mean 
square (TRMS)

• 400A AC current 

• AC/DC voltage

• AC/DC Millivolts

• Resistance

• Continuity

• Temperature

• Non-Contact 
Voltage Testing

• Auto-ranging

• 400A AC current 

• AC/DC voltage

• AC/DC Millivolts

• Resistance

• Continuity

• Non-Contact 
Voltage Testing
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• Carrying Case
•  Instruction Manual
• Test Leads with 
 CATIII/CAT IV 
 safety caps
• 2 x AAA Batteries

• Carrying Case
•  Instruction Manual
• Test Leads with 
 CATIII/CAT IV 
 safety caps
• Thermocouple 
 with adapter
• 2 x AAA Batteries

• Carrying Case
•  Instruction Manual
• Test Leads with 
 CATIII/CAT IV 
 safety caps
• Thermocouple 
 with adapter
• 2 x AAA Batteries

• Carrying Case
•  Instruction Manual
• Test Leads with 
 CATIII/CAT IV 
 safety caps
• 2 x AAA Batteries

• Carrying Case
• Instruction Manual
• Test Leads with 

CAT III/CAT IV 
safety caps

• Push-on 
Alligator Clips

• K-Type 
Thermocouple

• 3 x AAA Batteries

• Carrying Case
•  Instruction Manual
• Test Leads with 
 CATIII/CAT IV 
 safety caps
• Thermocouple 
• 3 x AAA Batteries

• Carrying Case
•  Instruction Manual
• Test Leads with 
 CATIII/CAT IV 
 safety caps
• Thermocouple
• 3 x AAA Batteries

• Carrying Case
•  Instruction Manual
• Test Leads with 
 CATIII/CAT IV 
 safety caps
• Thermocouple
• 3 x AAA Batteries

• Carrying Case
•  Instruction 

Manual
• Test Leads with 
 CATIII/CAT IV 
 safety caps
• 3 x AAA Batteries

Ja
w

 
Si

ze 2.00" (5 cm) 1.38"  (3.5 cm) 1.38"  (3.5 cm) 1.38"  (3.5 cm) 1.25" (3.2 cm) 1.6" (4.1 cm) 1.6" (4.1 cm) 1.6" (4.1 cm) 1.6" (4.1 cm)
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l 

Le
ng

th

10.39"  (26.4 cm) 9.09"  (23.1 cm) 9.09"  (23.1 cm) 9.09"  (23.1 cm) 9.24" (23.5 cm) 8.45" (21.5 cm) 8.45" (21.5 cm) 8.45" (21.5 cm) 8.45" (21.5 cm)

Ov
er

al
l 

W
id

th

3.90"  (9.9 cm) 3.81"  (9.7 cm) 3.81"  (9.7 cm) 3.81"  (9.7 cm) 3.77" (9.6 cm) 3.5" (8.9 cm) 3.5" (8.9 cm) 3.5" (8.9 cm) 3.5" (8.9 cm)

Ov
er

al
l 

He
ig

ht

1.70"  (4.3 cm) 1.55"  (3.9 cm) 1.55"  (3.9 cm) 1.55"  (3.9 cm) 1.59" (4.0 cm) 1.5" (3.8 cm) 1.5" (3.8 cm) 1.5" (3.8 cm) 1.5" (3.8 cm)

W
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17.6 oz (499 g) 12.5 oz (354 g) 11.8 oz (335 g) 11.8 oz (335 g) 12.5 oz (355 g) 11 oz (314 g) 11 oz (314 g) 11 oz (314 g) 11 oz (314 g)

https://www.kleintools.com/product/CL900
https://www.kleintools.com/product/CL800
https://www.kleintools.com/product/CL700
https://www.kleintools.com/product/CL600
https://www.kleintools.com/product/CL445
https://www.kleintools.com/product/CL390
https://www.kleintools.com/product/CL320
https://www.kleintools.com/product/CL220
https://www.kleintools.com/product/CL120

