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IGNITER CROSS REFERENCE CONTROLSFLAME SENSORS

SSN4000 UNIVERSAL SILICON 
NITRIDE Giant PV®

526000125
FC067
626000025

GMO Industries®

20834

Goodman®/Janitrol®

B1193939
B11725-06
B1401009

Grimsby Stove®

ZCO-350

John Woods® /
GSW PV®

86483
71082

H.B. Smith®

50018

Honeywell®

Q3200U1004

Hupp Ind®

9050

Integra®

6905332
3260618

 

SSN4000 UNIVERSAL SILICON NITRIDE
Johnstone®

L37-698
L37-699
L37-700
L37-812
L37-814
L37-815
L37-816
L40-765

L.B. White Co®

120-07549

Lennox®

33J3701
96P01
36N77
98P77
98P78

Majestic®

75-92-104
75-92-105

Metzger®

201N
201W

Mor-Flo®

3200618
 

Snyder General®

1009980
1096048
1009604
1001344
1380680
1148145
1096047
1380654
1380672
1148245

Starlite®

11120-100-1402
11120-100-1403
11120-100-1405
11120-100-1407
11120-100-1408
11120-100-1409

Surface Igniter®

FC007
FC024
FC035
FC046
FC050
FC051
FC055

 

Superior Fireplace®

94851

Temp Controls®

9302-094

Trane®

3400339P01
B340039P01
B12996P01
B144676P01
B144676P02
B138196P01
IGN21
IGN23
IGN26
IGN28
IGN30
IGN34

Trianco Heatmaker®

2600-359

Viessman®

9302-093
9302-094

Wayne Home Equip®

62821-001
62821-002

Weil McLain®

29074
511-330-139
511-330-193
511-330-190

Whirlpool®

99794323
99794328

 

Nordyne®/ Tappan®

Frigidaire®/ Philco®

Intertherm®/Miller®

903758
105141000
RH622286893
632-0770
632-0880
632245-0
902661
902694
903758
632-3811
632-3540

Norton®

101M
201D
201K
201L
201M
201P
201W
271M
271N
271P
271R
271RS
271W
201A
271A
201R
201
271
271NM

 

Olsen®

26789

Raypack®

50015
600915

Rheem®/ Rudd®

62-22441-01
62-22668-93
62-212868-82
62-22868-02
90434300

Roberts Gordon®

90436600

Robertshaw®/ Uniline®

41-402
41-403
41-404
41-405
41-407
41-408
41-409
41-410
41-1090
41-402N
41-403N
41-1090
41-402N
41-403N
41-404N
41-405N
41-407N
41-408N
41-409N
41-410N
41-412N
41-802N

FLAME SENSORS
Flame Sensors can replace many of the popular sensors in today’s
furnaces that use hot surface or direct spark ignition systems.
• For Hot Surface Ignition (HSI) systems
• Mount on multiple burners, or adjacent to igniter

• Use with spark ignition and flame sensing
• Alumina ceramic insulator
• Kanthal flame rod material can withstand 1800°F

SUPCO® 

Part No. Substitute For & Part No.

FLS010 Goodman® 0130F00010,B1172606, ICP® 1380687

FLS013 Carrier® LH33WZ514,LH33WZ516,LH680013

FLS014 Carrier® LH33WZ511,LH33WZ515,LH680012,LH680014

FLS201 Goodman® 10735201

FLS301 Rheem® 62-25343-01, Packard® PFS301

FLS401 Mars® 67970, White-Rogers® 760-401, Packard® PFS401

FLS700 York® 025-27773-700, ICP® 1380679

FLS010 FLS013 FLS201 FLS700

FLS014 FLS301 FLS401


