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APPLICATION

The J10-0809 is  used to  cyc le  an  a i r  cond i t ion ing  sys tem
in  an  unoccup ied  home to  he lp  p revent  mi ldew bu i ld -up
associated with high humidi ty levels.

The J10-0809 is  des igned to  be  wa l l -mounted  and can
be wired in paral lelor in ser ies with any 24V thermostat.

f10-0809 l|ehumiilistat
ulall lrlounting

PARALLEL INSTALLATION

ADVANTAGES:
Desired humidity is always maintained regardless of
ambient temoerature.

DISADVANTAGES:
The air  condit ioning system could cycle on during low
amotenl temoeratures.

NOTE: DO NOT USE parallelwiring if low temperature
compressor protection is not present.

SERIES INSTALLATION

ADVANTAGES:
Air conditioning system will not cycle on during low ambi-
ent temperature periods.

DISADVANTAGES:
Humidity levels may be higher than desired during low
temperature periods.
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INSTALLATION I NSTRUCTIONS

1. Disconnect electrical power.
2. Determine dehumidistat location. Thrs controlshould

be mounted on an inside wal l  where normal arr
circulat ion. For most resident ial  appl icat ions,
locate the control adjacent to the existing wall
thermostat for easy installation and wiring.

3. Remove cover f  rom back plate and punch wir ing
knockout on back plate.

4. Place back plate on flat mounting surface and mark
2 mounting hole locat ions, and wire knockout hole.

5 .  Dr i l l  3 /16"  d iameter  ho les  fo r  d rywa l l  anchors  ( i f
^ ^ ^ ! ^ ^f l e e o € U 7  o i . . j  .  , : : 1  - i  _ 7 ' " : ,  :  -  . - ' j .

6. Dri l l  1/2" diameter hole for low voltage wires and
pul l  wir ing through access hole and through the
back olate.

7. Mount back plate securely to wal l  with screws pro-
vided in the parts package.
NOTE: Make sure the back plate is f lat  without any
undue stress.

B. Connect wires to Terminals #' l  and #2. Wires
should not be taut af ter connect ion.
NOTE: Al l  wir ing should conform to NEC recom-
mendations and any local codes.

9. Re-instal l  f  ront cover.
10. Turn electrical power back on.

OPERATIONAL TEST
Paral lel  lnstal lat ion

Turn the dehumidistat down unt i l  a ir  condit ioner turns on
Cycle at least 3 t imes to assure proper system funct ior.
Return control  knob pointer to desired humidi ty set i in:

OPERATIONAL TEST
Series Installation

Turn  the  thermosta t  to  rhe  h ighes t  tempera tu 'e  s : :  ^ j

Turn  dehumid i f ie r  con t ro l  f  rom lowest  to  h ig l ' : s :  s : :  ^  j .
The a i r  cond i t ion ing  sys tem shcu lC no t  s ta r t  -c .  l f  i  : :es .
w i r ing  is  incor rec t . )  Nex t .  Iu rn  Seh l -  : ' i e :  i cn : . :  :o ' ,9 ' r -
es t  se t t ing .  Turn  the  thermcs ia l  ' r c r r  n igh  to  o \ !  :em-

^ ^ * i ^ ^  A ^ -  ^  a i -  ^ , ^ r ^ -  ^ t r ^  Apera lu re  senrng AJa . .  : ^3  sysr : -  s r f , -  f ,  ̂ 31  s :a |1  -3 .
Now, set thermostat cn lowest temperature senrng and
dehumidifier control to lowest setting. System should now
ooerate.
NOTE:  The use o f  a  s l ing  psychrometer  i s  recommended
to  de termine re la t i ve  humid iW leve l .
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