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HOSE FERRULES & HOSE MENDERS

General purpose leak detector for all pressurized gases.  Designed to detect joint leaks within 5 seconds of proper 
application at temperatures down to -40° F.

Part No.  Size Description

ME-LD02 2 Ounces Spray Bottle

ME-LD1 8 Ounces Cap and Dauber

ME-LD16 16 Ounces Cap and Brush

ME-LD2 1 Gallon Container

ME-LD2
ME-LD02 ME-LD16

ME27E

ME27C

Part No.  Hose I.D. 

ME27C 1/4” x 1/4”

ME27E 3/8” x 3/8”

Part No.  I.D. OAL Part No.  I.D. OAL

ME7323 .525” 1” ME7329 .687” 1”

ME7324 .531” 1” ME7330 .718” 1”

ME7325 .562” 1” ME7331 .750” 1”

ME7326 .593” 1” ME7332 .781” 1”

ME7327 .625” 1” ME7333 .812” 1”

ME7327

Designed to test high pressure lines downstream of the container valve for system leaks.  The optional bleeder valve enables 
the line pressure to be adjusted to the desired test pressure.

Part No. Inlet Outlet PSIG
Factory 
Installed 

Vent  Valve

MEJ600 Male Hard Nose POL Female POL 0-300 No

MEJ601 Male Hard Nose POL Female POL 0-300 Yes

MEJ601-WOG* Male Hard Nose POL Female POL — Yes

* Without gauge
MEJ601

MEJ600

LOW TEMPERATURE LEAK DETECTOR

HIGH PRESSURE TEST BLOCKS


